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ATTACHMENT M – MONITORING PROGRAM AND REPORTING 
REQUIREMENTS 

 
1. Required Changes 
 

The Regional Water Board may require the discharger to conduct additional site inspections, 
to submit reports and certifications, or perform sampling and analysis. 
 

2. Implementation 
 

The requirements of this Section shall be implemented at the time of commencement of 
construction activity. The discharger is responsible for implementing these requirements until 
construction activity is complete and the site is stabilized. 
 

3. Site Inspections 
 

Qualified personnel shall conduct inspections of the construction site prior to anticipated 
storm events, during extended storm events, and after actual storm events to identify areas 
contributing to a discharge of storm water associated with construction activity. The name(s) 
and contact number(s) of the assigned inspection personnel shall be listed in the SWPPP. 
Pre-storm inspections are to ensure that BMPs are properly installed and maintained; post-
storm inspections are to assure that the BMPs have functioned adequately. During extended 
storm events, inspections shall be required each 24-hour period. Best Management Practices 
(BMPs) shall be evaluated for adequacy and proper implementation and whether additional 
BMPs are required in accordance with the terms of the Permit. Implementation of nonstorm 
water discharge BMPs shall be verified and their effectiveness evaluated. One time 
discharges of non-storm water shall be inspected when such discharges occur. 

 
4. Compliance Certification 
 

Each discharger or qualified assigned personnel listed by name and contact number in the 
SWPPP must certify annually that construction activities are in compliance with the 
requirements of this Permit and the SWPPP. This Certification shall be based upon the site 
inspections required in Item 3 of this Section. The certification must be completed by July 1 
of each year. 
 

5. Noncompliance Reporting 
 

Dischargers who cannot certify compliance, in accordance with Item 4 of this Section and/or 
who have had other instances of noncompliance excluding exceedances of water quality 
standards as defined in Permit Section VI.C.3, shall notify the appropriate Regional Water 
Board within 30 days. Corrective measures should be implemented immediately following 
discovery that water quality standards were exceeded. The notifications shall identify the 
noncompliance event, including an initial assessment of any impact caused by the event;  
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describe the actions necessary to achieve compliance; and include a time schedule subject to 
the modifications by the Regional Water Board indicating when compliance will be 
achieved. Noncompliance notifications must be submitted within 30 calendar days of 
identification of noncompliance. 
 

6. Monitoring Records 
 

Records of all inspections, compliance certifications, and noncompliance reporting must be 
retained for a period of at least three years from the date generated. With the exception of 
noncompliance reporting, dischargers are not required to submit these records. 

 
7. Monitoring Methods 
 

For laboratory analysis, all sampling, sample preservation, and analyses must be conducted 
according to test procedures under 40 CFR Part 136. Field discharge samples shall be 
collected and analyzed according to the specifications of the manufacturer of the sampling 
devices employed. Portable meters shall be calibrated according to manufacturer’s 
specification. All field and/or analytical data shall be kept in the SWPPP document, which is 
to remain at the construction site. 
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